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STATIONARY
Wood- & Metalworking



METAL- & WOODWORKING WITH WAGNER

WAGNER produces a wide range of solutions for stationary wood- and metalwor-
king in workshops. We use innovative technologies to guarantee optimal coating,
ensuring attractive and durable surfaces. Including AirCoat technology, for excellent
quality even at low spraying pressure. All our units for this area are explosion proof,

to provide peace of mind when working in spray booths. Furthermore, decades
of WAGNER know-how pave the way for improvements in productivity and process
security, as well as reducing special waste expenses and operating costs.
All our models are user friendly, reliable and economical.

WAGNER WORKSHOP UNITS

All WAGNER devices marked with this symbol are suitable for use
in potentially explosive areas.

CARPENTERS, JOINERS, METALWOR-
KERS AND PAINTERS 
Pneumatic piston pumps or double
diaphragm pumps in Airless or
AirCoat versions - WAGNER units are
distinguished by their versatility
and perfect surface finishes.

Although they are very different materials, when it comes to coating both wood
and metal, reliable and high-quality equipment is essential to ensure professional
results. Wood is a breathing and active natural material, and as such it requires a
reliable finish, which in some cases also needs to be capable of absorbing stresses.
To protect metals from corrosion and produce an ideal surface finish, the finest
material atomisations and 1K or 2K materials are the only solutions. WAGNER’s
technically sophisticated units add the perfect finishing touch to all your creations,
producing top quality surface finishes.

AirCoat technology delivers particularly outstanding results - with both water-
thinnable and solvent-based materials. WAGNER solutions ensure you are
ideally equipped for professional craftwork tasks in carpentry, joinery and
metalworking workshops, as well as for working with steel structures, aluminium
items and countless other objects. To meet demands for perfectly crafted products
every time.

METAL- & WOODWORKING PROJECTS IN SPRAY BOOTHS AND EXPLOSION
PROOF AREAS

APPLICATIONS IN EXPLOSIONPROOF
AREAS 
WAGNER’s range of units for statio-
nary wood- and metalworking
in workshops has been specifically 
designed for areas with potential 
explosive atmospheres.

BUILDING FURNITURE, WINDOWS,
STAIRS AND KITCHENS 
Achieve the same high-quality
coating results on wood or metal 
surfaces of all sizes.



GUARANTEE & SPRAYGUIDES

More SprayGuides: 
go.wagner-group.com/sprayguide  

INNOVATION 
SINCE 1947 

Perfect surfaces and added value are our passion. Bringing colour, protection and
function to surfaces is our mission. We dedicate all of our technical expertise to
your objects and products, and support you with personal service. Using innovati-
ve technologies and highly effi cient, reliable and user-friendly solutions, we are
constantly setting new standards in surface technology.

Anyone purchasing a WAGNER 
paint spraying unit automatically 
receives a three-year manufac-
turer‘s warranty. But we can do 
more: If you register online, you 

can extend this warranty for a further two years, free of charge!  
go.wagner-group.com/3plus2

MACHINE & MATERIAL
PERFECTLY MATCHED
The extensive WAGNER SprayGuide offers you test reports from well-
known material manufacturers for use with WAGNER spray machines.

Visit sprayguide.wagner-group.com to find out how to set up your machine to 
match the material you are using, and which paints and lacquers can be sprayed 
most effectively with WAGNER technology.

Search by WAGNER machine and systems

Search by material manufacturer

Search by material type

GUARANTEE EXTRA YEARS



Also available as compact version 
Art. no. 263202

FINEFINISH 40-15 S AL) 
The entry-level Airless unit for wood-working applications

•	 Perfect finish thanks to the special FineFinish Airless paint nozzle
•	 Ideal entry-level unit: high performance at an attractive price

•	 Compact and lightweight: ideal for small painting jobs

•	 Straight from the original container: handles low to medium-viscosity 
materials

Practical pressure gauge: ensures in 
conjunction with the inlet air regulator 
that the perfect spraying pressure is set.

Continuous operating reliability: 
thanks to minimised pulsation.

Spray the best surface finish: with the 
AG 14 Airless gun. In combination with the 
TradeTip 3 FineFinish nozzle system you will 
achieve first class surfaces.

Sturdy frame: provides a safe, stable 
stand for all requirements in every day 
workshop operation.

Versatile: All paint wetted parts are made of 
stainless steel. This makes the FineFinish 40-15 
S particularly suitable for the application of 
water and solvent based materials, undercoats, 
lacquers, stains and glazes.

With rigid suction system: the 
material can be applied directly from the 
container.

TECHNICAL DATA FINEFINISH 40-15 S AC

Air inlet pressure 2-7 bar, 0.2-0.7 MPa

Operating pressure, max. 250 bar, 25 MPa

Delivery rate, max. 0,9 l/min

Multiplication ratio (1:1) 40:1

Volume flow per double
stroke

15 cm3

nozzle size, max. 0,013“

Weight 9 kg

Scope of delivery

Basic unit FF 40-15 standmounted; HP hose DN4; Airless gun 
AG 14 incl. TradeTip 3 nozzle holder; TradeTip 3  
FineFinish nozzle 512; Ball valve; Ball valve DN6;  
Suction pipe

Art. No. 2309804



Spray brilliant surfaces: 
with the AC 4600 P AirCoat 
gun. Free-running air and 
material swivel joints and 
replacement of the filter 
without tools allow convenient 
working.

Also available as a Spraypack on a 
stand, with a rigid suction system. 
Art. No. 2309802

FINEFINISH 20-30 S AC
Introduction to the world of AirCoat technology with proven piston pump technology

•	 With AirCoat technology: particularly fine atomisation for a perfect finish

•	 Compact and lightweight: ideal for small painting jobs

•	 Flexible: optionally available with a hopper for handling small material quanti-
ties or with direct intake for medium-sized projects

TECHNICAL DATA FINEFINISH 20-30 S AC 

Air inlet pressure 2-8 bar, 0.2-0.8 MPa

Operating pressure, max. 160 bar, 16 MPa

Delivery rate, max. 1,8 l/min

Multiplication ratio (1:1) 20:1

Volume flow per double
stroke

30 cm3

nozzle size, max. 0,019“

Weight 11 kg

Scope of delivery
Basic unit FF 20-30; Hopper 5 litre; HP double hose, material 
DN3; AirCoat gun AC 4600 P, incl. red air cap and holder; Nozzle 
ACF3000; AirCoat regulator set; Ball valve; Return pipe DN6

Art. No. 2309799 

Versatile: All paint wetted parts are made   
of stainless steel. This makes the FineFinish 
20-30 S particularly suitable for the applica-
tion of water and solvent based materials, 
undercoats, lacquers, stains and glazes.

5 litre top reservoir: for the  applica-
tion of  small quantities. Thanks to the 
ease of cleaning, fast colour changes are 
possible at any time.

Precisely adjustable air flow: due to 
the integral AirCoat regulator. The actual 
values can easily  be read off from the 
pressure gauge at any time.

Handy cart: allows flexible working and 
easy transport.	



WILDCAT 18-40 AC
A versatile solution with modular equipment

•	 Flexible use, thanks to a modular construction: available as a standard 
4-leg stand version, a mobile cart version,  for small quantities with a hopper or 
with a wall mount for stationary operation

•	 No more icing in continuous operation: thanks to the IceBreaker motor

•	 Highly economical: operates even at low inlet air pressures of > 1 bar

On wall mount without 
hose & gun

Art. No. 2301851

Spraypack on stand 
Art. No. 366126

Spraypack on cart 
Art. No. 366125

TECHNICAL DATA WILDCAT 18-40 AC

Air inlet pressure 2.5-8 bar, 0.25-0.8 MPa

Operating pressure, max. 144 bar, 14.4 MPa

Delivery rate, max. 2,4 l/min

Multiplication ratio (1:1) 18:1

Volume flow per double
stroke

40 cm3

nozzle size, max. 0,019“

Weight 15 kg

Scope of delivery

Piston pump Wildcat18-40 on stand; Hopper 5 litre; HP double 
hose, material DN3; AirCoat gun AC 4600 P, inkl. incl. red air 
cap and holder; Nozzle ACF3000; AirCoat regulator; Relief 
combination; Paint filter DN6

Art. No. 366127

Practical hopper: ideal for proces-
sing small quantities and for fast color 
changes. Additional spraypacks are also 
available with rigid or flexible suction 
system and are therefore particularly 
suitable for processing large quantities 
from the original container.

Easily maintained fluid section: is 
easily replaceable. Large inlet and outlet 
valves enable an optimal material flow.

Perfect painting results: with the 
ergonomic AC 4600 professional AirCoat 
gun. The free-running air and material 
swivel joints and the filter housing which 
can be changed by hand make it especial-
ly user friendly. 

Flexible twin hose: has thanks to its 
small cross section of DN3 only a little 
material in the hose and is particularly 
easy to handle. It is protected by a robust 
casing.

Reliable: All paint wetted parts are 
made of stainless steel, which greatly 
promotes operational safety.



PUMA 28-40 AC/AL
The classic AirCoat piston pump: powerful and versatile

•	 The most powerful AirCoat piston pump in our product range
•	 Also available as an Airless version

•	 No more icing in continuous operation: thanks to the IceBreaker motor

•	 Small details that simplify maintenance: easily replaceable fluid section, 
swivelling suction hose, etc.

On wall mount  
without hose & gun

Art. No. 2301854

Spraypack on stand
Art. No. 367168

Spraypack on cart-
Art. No. 367167

TECHNICAL DATA PUMA 28-40 AIRLESS 

Air inlet pressure 2-8 bar; 0,2-0,8 MPa

Operating pressure, max. 224 bar; 22,4 MPa

Delivery rate, max. 2,4 l/min

Multiplication ratio (1:1) 28:1

Volume flow per double
stroke

40 cm3

nozzle size, max. 0,023“

Weight 16 kg

Scope of delivery
Piston pump Puma 28-40 on stand; HP hose DN4; Airless gun 
AG 14 incl. TradeTip 3 nozzle holder; TradeTip 3 FineFinish 
Nozzle 512; Relief combination; Paint filter DN6; Suction pipe

Art. No. 2303397

IceBreaker air motor: ensures low 
pulsation, a uniform spray jet and a 
long service life, thanks to its intelligent 
internal geometry.

Easily maintained fluid section: is 
easily replaceable. Large inlet and outlet 
valves enable an optimal material flow.

Reliable: All paint wetted parts are 
made of stainless steel, which greatly 
promotes operational safety.

Spray the best surface quality: The 
Airless version is equipped with the 
Airless gun AG 14 and the TradeTip 3 
FineFinish nozzle for first-class surfaces. 
The AirCoat variants convince with the 
ergonomic AirCoat gun AC 4600 Professi-
onal with free-running air and material 
swivel joints.

Rigid suction system: for direct pro-
cessing of the material from the original 
container.

Robust and stable: Available with a 
four-legged stand for stationary use or as 
a mobile cart version.



COBRA 40-10 AC
The best-selling unit in the AirCoat range: To satisfy the most demanding coating needs

•	 Flexible: Very small volume processing with hopper or work directly  from the 
original container

•	 When used with hopper: Frequent colour changes are no problem thanks to 
the unit‘s easy-to-clean design

•	 Unique double diaphragm technology: Perfect for materials sensitive to 
shearing and moisture as well as for premixed 2K materials

•	 Low maintenance: rapid assembly and disassembly of the inlet and  outlet 
valves

TECHNICAL DATA COBRA 40-10 AC 

Air inlet pressure 2,5-6 bar; 0,25-0,6 MPa

Operating pressure, max. 250 bar; 25 MPa

Delivery rate, max. 2 l/min

Multiplication ratio (1:1) 40:1

Volume flow per double
stroke

10 cm3

nozzle size, max. 0,023“

Weight 19 kg

Scope of delivery
Basic unit Cobra skid version; Hopper 5 litre; HP double hose, 
material DN3; AirCoat gun AC 4600 P, incl. red air cap and 
holder; Nozzle ACF3000; AirCoat regulator

Art. No. 322112

High-quality AirCoat gun: Continuous 
adjustment of air and jet width and 
smooth air and material joints.

Ideally suited for the application of 
small quantities: Thanks to the ease of 
cleaning, fast colour changes are possible 
at any time.

Very easy handling: Thanks to its small 
cross-section of 3 mm, the flexible dou-
ble hose contains just a small amount of 
material, making it easy to fill and quick 
to clean.

To adapt optimally to different 
materials, there is a choice 
of three air caps: blue (for 
water-based materials), red (for 
solvent-based materials) or green 
(for water-based and solvent-based 
materials). The low air consumption 
of the green air cap saves energy 
and costs.

No tools: needed to open the filter 
housing for cleaning or to replace the 
filter.

Precise: adjustment of air flow thanks 
to the integrated AirCoat regulator. The 
pressure levels can be checked at any 
time on the pressure gauge.

Light weight: The low weight of 23 kg 
and the stable metal frame make the 
Cobra 40-10 compact and practical.



ZIP 52 
Lightweight unit for use with air-atomising paint guns in the low pressure range

•	 Economical: compact, lightweight design avoids extensive cleaning require-
ments and cuts down on solvent use

•	 Extremely low-pulsation: perfect for lower-pressure applications

•	 Reliable double diaphragm pump technology: for high delivery volumes

Perfect Flow
Art. No. 230838

Spraypack
Art. No. 2309669

TECHNICAL DATA ZIP 52

Air inlet pressure 1-8 bar; 0,1-0,8 MPa

Operating pressure, max. 8 bar; 0,8 MPa

Delivery rate, max. 52 l/min

Multiplication ratio (1:1) 1:1

Volume flow per double
stroke

-

nozzle size, max. -

Weight 3,8 kg

Scope of delivery Basic unit Zip 

Art. No. 2301832

High-performance double dia-
phragm pump: Long-lasting mem-
branes ensure high pumping speed and 
therefore maximum performance over a 
long period without wear.

Minimale pulsation: with the innovati-
ve Fine Flow Controller. It regulates preci-
sely and constantly the material pressure 
even when it is necessary to circulate the 
paint while spraying.

Easy and comfortable: All control- and 
adjustment elements like the compressed air 
regulator for the pump, material pressure and 
atomizing air are positioned on the front cont-
rol panel at a comfortable operating position.

Modularity: Zip 52can be mounted in 
different ways - stand, trolley or wall 
mounting bracket.

Flexible suction hose: for processing 
directly from the original container.

BASIC UNIT



FINEFINISH 40-15 S 
AIRLESS

FINEFINISH 20-30S 
AIRCOAT CART

VERSION

FINEFINISH 20-30S 
AIRCOAT SKID

VERSION

WILDCAT 18-40 
AIRCOAT WITH

HOPPER

WILDCAT 18-40 
AIRCOAT ON STAND

Product image
(may differ)

Spraying method

Technology

Drive

Explosion-protection

Air inlet pressure 2-7 bar, 0.2-0.7 MPa 2-8 bar, 0.2-0.8 MPa 2-8 bar, 0.2-0.8 MPa 2.5-8 bar, 0.25-0.8 MPa 2.5-8 bar, 0.25-0.8 MPa

Operating pressure, 
max. 250 bar, 25 MPa 160 bar, 16 MPa 160 bar, 16 MPa 144 bar, 14.4 MPa 144 bar, 14.4 MPa

Delivery rate, max. 0,9 l/min 1,8 l/min 1,8 l/min 2,4 l/min 2,4 l/min

Multiplication ratio (1:1) 40:1 20:1 20:1 18:1 18:1

Volume flow per double
stroke 15 cm3 30 cm3 30 cm3 40 cm3 40 cm3

Nozzle size, max. 0,013 0,019 0,019 0,019 0,019“

Weight 9 kg 11 kg 11 kg 15 kg 15 kg

Art. No. 2309804 2309799  2309802 366127 366126

Material      

Recommended intensity

Water and solvent-based lacquers,
lacquer paints, oils, separating agents

Synthetic resin varnishes, PVC lacquers,
2K lacquers

Primers, fillers

Fillers, rust protection paints Rust protection paints, latex paints Rust protection paints



WILDCAT 18-40 
AIRCOAT CART

VERSION

WILDCAT 18-40 
AIRCOAT WITH WALL

MOUNT

PUMA 28-40 AIRLESS 
ON STAND

PUMA 28-40 AIRCOAT 
ON STAND

PUMA 28-40 AIRCOAT 
CART VERSION

Product image
(may differ)

Spraying method -

Technology

Drive

Explosion-protection

Air inlet pressure 2,5-8 bar; 0,25-0,8 MPa 2,5-8 bar; 0,25-0,8 MPa 2-8 bar; 0,2-0,8 MPa 2,5-8 bar; 0,25-0,8 MPa 2,5-8 bar; 0,25-0,8 MPa

Operating pressure, 
max. 144 bar; 14,4 MPa 144 bar; 14,4 MPa 224 bar; 22,4 MPa 224 bar; 22,4 MPa 224 bar; 22,4 MPa

Delivery rate, max. 2,4 l/min 2,4 l/min 2,4 l/min 2,4 l/min 2,4 l/min

Multiplication ratio (1:1) 18:1 18:1 28:1 28:1 28:1

Volume flow per double
stroke 40 cm3 40 cm3 40 cm3 40 cm3 40 cm3

Nozzle size, max. 0,019“ 0,019“ 0,023“ 0,023“ 0,023“

Weight 15 kg 15 kg 16 kg 16 kg 16 kg

Art. No. 366125 2301851 2303397 367168 367167

Material     

Recommended intensity

Explosion-protectionAirless

Piston pump

XVLP / HVLP AirCoat

Double diaphragm pump Pneumatic

Large residential
200 m2 - 800m2

Residential
50 m2 - 200m2

Small objects
up to 50 m2 Commercial

more than 800m2



PUMA 28-40 
BASIC UNIT WITH

WALL MOUNT

COBRA 40-10 
AIRCOAT SKID

VERSION

ZIP 52
(ALU / INOX) ZIP 52 PERFECT FLOW ZIP 52 SPRAYPACK

Product image
(may differ)

Spraying method

Technology

Drive

Explosion-protection

Air inlet pressure 2,5-8 bar; 0,25-0,8 MPa 2,5-6 bar; 0,25-0,6 MPa 1-8 bar; 0,1-0,8 MPa 1-8 bar; 0,1-0,8 MPa 1-8 bar; 0,1-0,8 MPa

Operating pressure, 
max. 224 bar; 22,4 MPa 250 bar; 25 MPa 8 bar; 0,8 MPa 8 bar; 0,8 MPa 8 bar; 0,8 MPa

Delivery rate, max. 2,4 l/min 2 l/min 52 l/min 52 l/min 52 l/min

Multiplication ratio (1:1) 28:1 40:1 1:1 1:1 1:1

Volume flow per double
stroke 40 cm3 10 cm3 - - -

Nozzle size, max. 0,023“ 0,023“ - - -

Weight 16 kg 19 kg 3,8 kg 3,8 kg 3,8 kg

Art. No. 2301854 322112 2301832 / 2301836 2301838 2309669

Material

Recommended intensity

Water and solvent-based lacquers,
lacquer paints, oils, separating agents

Synthetic resin varnishes, PVC lacquers,
2K lacquers

Primers, fillers

Fillers, rust protection paints Rust protection paints, latex paints Rust protection paints



Explosion-protectionAirless

Piston pump

XVLP / HVLP AirCoat

Double diaphragm pump Pneumatic

Large residential
200 m2 - 800m2

Residential
50 m2 - 200m2

Small objects
up to 50 m2 Commercial

more than 800m2



The dome-shaped geometry and high-tech sanding and erosion methods during manufacture ensure extremely fine atomisa-
tion with low energy consumption  (material pressure). For a long service life and low wear and tear, the nozzle is made from 
resistant hard metal. The WAGNER AirCoat nozzle ensures brilliant paint  finishes: An even spray pattern and extremely gentle 
graduated borders are guaranteed. This applies to both small and large quantities of atomised air.

AIRCOAT NOZZLES ACF 3000

AIRCOAT PRE-ATOMISATION NOZZLES ACF 3000 PLUS
AirCoat pre-atomisation nozzles provide extra fine atomisation even with low inlet air pressure. This is especially important 
for processing water- or solvent-based  paints. Using a pre-atomisation nozzle allows you to work with less material and air 
quantity. There is significantly less overspray and material consumption  decreases. Compared to the standard AirCoat nozzle 
the material is pre-atomised directly at the outer edge of the nozzle. The result: an especially even and soft  spray pattern.

*�   Spray width (mm) at approx. 30 cm distance from the object and with 10 MPa pressure, with synthetic resin-based paint 20 DIN  seconds.
** Measured with water at 120 bar pressure
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Filter red red/yellow yellow
yellow/
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white

Filler, rust protection paints Rust protection paints, latex 
paints

Rust protection paints

Art.no. 379xxx

Water and solvent-based 
lacquers, lacquer paints, oils, 
separating agents

Synthetic resin varnishes, PVC 
lacquers, 2K lacquers

Primers, fillers

Filler, rust protection paints Rust protection paints, latex 
paints

Rust protection paints
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Art. no. 321xxx

Water and solvent-based 
lacquers, lacquer paints, oils, 
separating agents

Synthetic resin varnishes, PVC 
lacquers, 2K lacquers

Primers, fillers



Double hose with material 
and air supply

AirCoat gun with with exchangeable 
air cap

AirCoat air caps – for every material

AIRCOAT GUNS Art. no.

AC 4500 P, incl. blue air cap and holder (without nozzle) 2368269

AC 4500 P, incl. green air cap and holder (without nozzle) 2368270

AC 4500 P, incl. red air cap and holder (without nozzle) 2368271

AC 4600 P, incl. blue air cap and holder (without nozzle) 0394156

AC 4600 P, incl. green air cap and holder (without nozzle) 0394158

AC 4600 P, incl. red air cap and holder (without nozzle) 0394157

EXTENSIONS + AIR CAPS Art. no.

AirCoat nozzle extension, 30 cm  394090

Blue air cap for water-based materials (water-based paints), 
incl. union nut

394911

Green air cap for water-based materials and solvent-based 
materials (low air  consumption), incl. union nut

394912

Red air cap for solvent-based materials, incl. union nut 394910

Union nut complete 394921

AIRCOAT HOSES Art. no.

HP double hose, material DN3, max. 27 MPa, air DN6, 
1/4“, 10 m

9984596

HP double hose, material DN3, max. 27 MPa, air DN6, 
1/4“, 7.5 m

 9984595

HP double hose, material DN3, max. 27 MPa, air DN6, 
M16x1.5, 7.5 m

 2306802

HP double hose, material DN4, max. 27 MPa, air DN6, 
1/4“, 7.5 m

 2302378

HP double hose, material DN4, max. 27 MPa, air DN6, 
1/4“, 10 m

 2302379

HP double hose, material DN4, max. 27 MPa, air DN6, 
M16x1.5, 7.5 m

2306803

Air hose, DN6, 1/4“, 10,5 m, for HP double hose 2304451

Air hose, DN6, 1/4“, 8 m, for HP double hose 2304449

Protective tubing, 10 m, for HP double hose 2305871

Protective tubing, 7.5 m, for HP double hose 2305870



ACCESSORIES

Various Airless nozzles

Airless gun Vector Grip

AIRLESS NOZZLES + HOLDER Art. no.

TradeTip 3 FineFinish nozzles  554XXX

TradeTip 3 nozzles  553XXX

HEA ProTip nozzles  554XXX

Adjustable fan tip nozzles 90XXX

Anti-contact guard, for adjustable fan tip 97294

You can find an overview of all nozzles in the download area on  
www.wagner-group.com

AIRLESS GUNS Art. no.

Airless Vector Grip gun; 1/4”; incl. TradeTip 3 nozzle 
holder; with 2- and 4-finger trigger

538043

Airless Gun Vector Infinity G-thread 1/4“, incl. TradeTip 3 
nozzle holder, with 2 finger trigger

538085

Airless gun  AG 14, G-thread 1/4“; incl. TradeTip 3 nozzle 
holder

0502081A



Always the right distance 
to the object

HP hose DN10

Hopper for pneumatic piston pumps

AIRLESS NOZZLE EXTENSIONS (WITHOUT NOZZLE) Art. no.

15 cm, G-thread, with holder 556074

30 cm, G-thread, with holder 556075

45 cm, G-thread, with holder 556076

60 cm, G-thread, with holder 556077

AIRLESS HOSES AND HOSE WHIPS Art. no.

HP hose DN3, max. 27 MPa, M16x1.5, 7.5 m 9984584

HP hose DN3, max. 27 MPa, NPS 1/4“, 10 m 2301052

HP hose DN3, max. 27 MPa, NPS 1/4“, 7.5 m 9984583

HP hose DN4, max. 27 MPa, M16x1.5, 7.5 m 9984510

HP hose DN4, max. 27 MPa, NPS 1/4“, 10 m 2302374

HP hose DN4, max. 27 MPa, NPS 1/4“, 7.5 m 9984573

HP hose DN6, max. 27 MPa, M16x1.5, 15 m 9984507

HP hose DN6, max. 27 MPa, M16x1.5, 30 m 9984562

HP hose DN6, max. 27 MPa, NPSM 1/4“, 15 m 9984574

HP hose DN6, max. 27 MPa, NPSM 1/4“, 30 m  9984575

Hose whip DN5, max. 25 MPa, NPS 1/4“, 1 m, PFTE 9984458

Hose whip DN5, max. 27 MPa, M16x1.5, 1 m, enamel 
paints, PFTE

9984456

Hose whip DN6, max. 27 MPa, M16x1.5, 2.5 m 9984569

HOPPERS FOR USE IN POTENTIALLY EXPLOSIVE 
AREAS

Art. no.

5 litre, for pneumatic piston pumps, incl. intake elbow  2332169

5 litre, for Cobra  341267

Cover, for 5 litre hopper EX 340429

Return Hose 340908

Filter disk D57, 0.4 fine, for hoppers  3756

Filter disk D57, 0.8 coarse, for hoppers  37607



ZUBEHÖR

GUNS Art. no.

PILOT Trend HD gravity cup 1,5 mm   V1060103153

PILOT Trend MD paint connection 1,5 mm  V1061304153

Pilot Trend gravity cups

TipClean with hourglass bottle 
for cleaning the nozzles

Pressure gauge

For other accessories such as filters, cleaning agents, double connectors and much more please contact your trusted specialist dealer

Mesh count 1 piece 10 pieces Mesh width

30 89323 97025 0,56

50 34377 97024 0,31

100 43235 97023 0,14

180 34383 97022 0,084

rough

very fine

Gun filter inserts – 
Avoid tip stoppages

PRESSURE GAUGE / AIRCOAT CONTROLLER Art. no.

Pressure gauge combination 250 - 400 bar, I = 1/4“, A = 
1/4“ (for material pressure)

340256

Pressure gauge combination complete 250 - 400 bar, I = 
M16x1.5, A = M16x1.5 (for material pressure)

97061

CLEANING / STORAGE / PRESERVING Art. no.

EasyClean cleaning and conservation agent, 1 litre 2412656

TipClean, container incl. special cleaner 2400214

TipClean, container incl. special cleaner, box (24 pieces) 2400215

TipClean, refill bottle, 1 litre 2400216

GUN FILTER INSERTS
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