**CERTIFICATE of QUALITY** oY

Control No: 3898

Tank No.: 205017
Sample No 3898
Delivery doc: 7704333
Packing, Tank AP9520-5/A45338B-5
MIXED XYLENES
Lp PROPERTY RESULTS "UNITS TESTMETHOD
1 Xylenes compostion ASTM D 6563112
-0 - xylene 2678 % (m/m) ASTM D &563-11a
-m - xylene B2 % (m'm) ASTM D 6563-11a
P -xylene 16.36 % (m/m) ASTM D 6563-11a
-ethyibenzene 15.56 % (m/m) ASTMM D 6563-11a
-C8 a7 & (m/m) ASTM D 6363-11a
€9+ 082 % (m/m) ASTM D 6363-112
-nonaromatics hydrocarbon 223 & (m/m) ASTM D 656311
-benzene 94 mo/kg ASTM D 6363-11a
-benzene 0.0094 % (m/m) ASTM D 6363-11a
-ioluene 0.03 %(m/m) ASTM D 6563-11a
2 total xylenes B135 %(mm) ASTM D 6363-11a
3 Naphialene 62 ppm 6C
4 Appearance C&B visual
5§ Colour [1]4] ASTM D 1209-052011)
6 Copper comosion, 100°C, 0.5h stop kor ASTM D8£3-11
7 Distillaion ASTM D 850
-Distilation [BP 1382 *C ASTM D 850
-Distilation dry 1405 o ASTM D 850
8 Densiyal 150°C 0 8686 g'tm3 ASTM D 4052-18: (&)
9 Spediic gravity 15,6/156°C 08689
10 Densiy, at200°C 08652 g/om3 ASTM D 4052-18a
11 Acidity. mg NaOH/100ml nofreeac ASTM D B&7
12 Sulfui content 01 mokg EN 50 20846-2011
13 Water content 128 mokg ASTM D 6304-1Ge1 (A)

14 Refraciive index at 20°C 14935 ASTM D 1218-12{2016)




